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PRODUCT TYPING

Base   Acrylic dispersion.

Color   White.

Consistency   Thin liquid.

Very low emission
Emicode EC 1PLUS
Universal application 
Favourable spreading capacity
IMO certi cation required projects  

APPLICATION

Primer for:

improving the adhesion of levelling compounds and cement-based tile adhesives on all stony surfaces 
wooden oors 
old, xed and water-resistant adhesive residues 
asphalt oors 
terrazzo 
outdoor application under normal circumstances
ceramic tiles
self-levelling anhydrite oors 
power- oated oors. 

PROCESSING

Storage   Store cool and free from frost.

PROPERTIES

Classi cation   Emicode EC 1PLUS tested conform EN 13999-2/4.

Consumption   50-75 g/m² on impervious sub oors.
100 - 200 g/m² on absorbent sub oors.*

Flammability   Non- ammable.

Frost resistance   No.

Speci c weight   Ca. 1.01 kg/l.

044
EUROPRIMER MULTI
Universal primer, very low emission, emicode EC 1PLUS, universal
application, favourable spreading capacity and IMO certi cation
required projects.
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Tools   Foam roller or lambswool roller.

Drying   ½ - 1 hour on impervious sub oors. 1 - 2 hours on stony absorbent sub oors. App. 6 hours on anhydrite
oors.*

Shelf Life   12 months, in unopened packaging.

Cleaner   Water.

* The stated values are laboratory values which, given the large variation in climatological conditions, sub oor compositions and layer
thicknesses, are only guideline values.

Substrate:

The sub oor must have a good tensile and compression strength. The sub oor should also be smooth, clean, permanently dry and
free from grease, dirt and dust, according to the requirements of BS 8203 or DIN 18 365. 
Adhesion-reducing layers, old material residues must be removed by suitable mechanical measures in accordance with the
speci cations of DIN 18365/DIN 18356.
Old xed oors, such as ceramic tiles, terrazzo, stone oors, must be thoroughly cleaned and sanded matt after drying.
Not suitable for moisture sensitive sub oors such as chipboard and water-soluble adhesive residues.
In advance always seek our technical data sheets. In doubt about the application ask for technical advice. 

Instruction manual:

Shake the packaging well before use.
On smooth and impervious surfaces apply 044 Europrimer Multi evenly with a foam roller. For absorbent sub oors use a lambswool
roller.
If required 044 Europrimer Multi can also be applied with a spray-gun.
Do not walk on the oor during drying time.
After drying the sub oor can be treated as required.
Clean tools immediately after use with water.
Remove fresh spots immediately with water.
When applying a second coat or in combination with 026 Eurprimer multi, the 044 Europrimer Multi must be fully dried and
walkable.

Working conditions:
Intended surrounding temperature : 18 - 23 °C.
Material and sub oor temperature : min. 15° - max. 20 ºC.
Relative humidity : 40 - 70%.

Contains methylchloroisothiazolinone and methylisothiazolinone (3:1). May produce an allergic reaction.

QUALITY AND GUARANTEE

ENVIRONMENT AND HEALTH

Hazard Class   None.
Safety and
environment

  Safety data sheets of Forbo Eurocol products according to EEG-guideline 91/155. Keep out of reach of children. Do not
eat, drink or smoke while processing the product. Only give completely empty containers for recycling. Material
residues can be disposed of as household waste.

MSDS   Available on request.

ITEM DATA

ArticleArticleArticleArticle De nitionDe nitionDe nitionDe nition PackagingPackagingPackagingPackaging EAN-codeEAN-codeEAN-codeEAN-code

044 Europrimer Multi   10 kg jerry can  8 710345 044011  

044 Europrimer Multi    1 kg bottle   8 710345 004428 

044 Europrimer Multi  Box of 12 bottles of 1 kg  8 710345 004411 

  
044 EUROPRIMER MULTI044 EUROPRIMER MULTI044 EUROPRIMER MULTI044 EUROPRIMER MULTI

Eurocol is part of the Forbo Group

Forbo Eurocol Nederland B.V. | Industrieweg 1-2 | Postbus 130 | 1520 AC Wormerveer | Tel: +31 (0)75 627 16 00 | info.eurocol@forbo.com
Forbo Eurocol Deutschland GmbH | August-Röbling-Straße 2 | DE - 99091 Erfurt | PF 80 02 53 | Telefon: +49 361 730 41 0 | info.eurocol.de@forbo.com
ООО Форбо Еврокол Рус | Россия, г. Старый Оскол | Тел. +7 495 2152101 | info.eurocol.ru@forbo.com



Any application method/ conditions other than speci ed in this Technical data sheet require explicit manufacturer’s approval. In case of
deviance in application method/ conditions liability by manufacturer cannot be guaranteed. This technical data sheet contains advice on
handling and application of the product, based on experience and tests run by the manufacturer in laboratory and practical work. The
information supplied by the manufacturer are non-binding and cannot be used as a basis for establishing the manufacturers liability for
any damages caused. The values stated in this technical data sheet were measured under standard laboratory conditions. As application
conditions outside the laboratory vary strongly this technical data sheet must be considered a guide only. Therefore the manufacturer
does not take liability for damages caused by the customer’s utilization of the technical data sheet content. As use, processing- and storage
conditions on site are beyond manufacturers in uence, a warranty for the processing result cannot be given. This also includes the
infringement of any rights for the protection of third parties. Sufficient testing areas are to be provided before nal application. Relevant
national norms and regulations of the industry are to be observed. Outside Germany valid, relevant national norms and regulations, have
to be taken into account and to be followed by the customer. It is the responsibility of the customer to check product suitability for the
intended procedure and purposes prior to use.

This Technical Information supersedes all previously issued application data sheets and product information are no longer valid!
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PRODUCT TYPING

Base   Polyvinylidene chloride.

Color   Blue.

Consistency   Thin liquid.

Very low emission
Easy application
Favourable spreading capacity
Non- ammable
Fast drying 
Very low-emission installation material certi ed according to EMICODE EC1 Plus.
Declared by baubook, "ecological building product".

APPLICATION

For suppressing residual construction moisture in sand/cement screeds and power oated concrete:

Suitable for all kinds of oor covering when applied in two coats. 
Suitable for very impervious oor covering when applied in three coats. First coat 1:1 diluted with water.

PROCESSING

Storage   Store cool and free from frost.

Tools   Lambswool roller or brush.

Drying   First coat 20 minutes.* Second and third coat 60 minutes.*

Shelf Life   12 months, in unopened packaging.

PROPERTIES

Consumption   Approx. 50 - 75 g/m², per coat. 
When diluted 1:1 with water), approx. 50 g/m².

Curing   24 hours.*

Flammability   Non- ammable.

Frost resistance   No.

Special quality   Damp proof membrane up to 4 CM%.

Speci c weight   1.24 kg/l.

026
EUROBLOCK MULTI
One-component damp proof coating - DPM. Damp proo ng up
to 4 CM % in combination with ooring works. Dispersion based.
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Remarks   Technical information and safety data sheets of other laying materials and oorings must be observed!

Not applicable under parquet installations with 1K SMP adhesives. 

Eurocol 026 Euroblock Multi is not a building sealant according to DIN 18195. Ensure sufficient rear
ventilation behind cupboards and skirting boards in the closed off oor construction! Not to be used for
damp-proo ng on composite cement screeds, on concrete, on moisture-sensitive substrates such as
calcium sulphate bonded screeds, magnesia screeds, stone wood screeds, on ceramic tiles, stone oors,
terrazzo, mastic asphalt screeds.

EMICODE, further information at www.emicode.com.

* The stated values are laboratory values which, given the large variation in climatological conditions, sub oor compositions and layer
thicknesses, are only guideline values.

Substrate:

026 Euroblock Multi is suitable for sand/cement screeds, which have a good tensile and compression strength and are free from
cracks. The sub oor should also be clean, dry and free from grease and dirt, according to the requirements of BS 8203 or DIN 18 365.
Remove possible adhesive residues completely.
First blast-track power- oated oors.
In advance always seek our technical data sheets. In doubt about the application ask for technical advice.

Note:

During application sub oors may not contain more than 4% of moisture. Do not use 026 Euroblock Multi when the construction of the
sub oor is exposed to permanent groundwater pressure.

Instruction manual:

First apply a diluted (1:1 with water) coat 026 Euroblock Multi evenly with a lambswool roller and/or brush on the sub oor.
When installing linoleum apply after drying (approx. 20 minutes, depending on temperature, relative humidity and sub oor) a
second undiluted coat 026 Euroblock Multi at right angles to the rst (when installing linoleum).
When installing an impervious oor covering apply a third undiluted coat 026 Euroblock Multi, again at right angles to the previous
coat.
Drying time between the second and third coat is approx. 60 minutes (depending on temperature and relative humidity).
Before applying a levelling compound the last coat 026 Euroblock Multi has to dry for at least 12 hours. Apply levelling compound in
a minimum layer thickness of 2 mm.
Remove any fresh spots immediately with water.

Working conditions:
Required surrounding temperature : 18 - 23 °C.
Material and sub oor temperature : min. 15° - max. 20 ºC.
Relative humidity : 40 - 70%.

QUALITY AND GUARANTEE

ENVIRONMENT AND HEALTH

GISCODE   D1
LEED   VOC 0 g/l, meets - erfüllt: IEQ Credit 4.1
DGNB   VOC 0 %, quality level - Qualitätsstufe: 4
Hazard Class   None.
Safety and
environment

  Safety data sheets of Forbo Eurocol products according to EEG-guideline 91/155. Keep out of reach of children. Do not
eat, drink or smoke while processing the product. Only give completely empty containers for recycling. Material
residues can be disposed of as household waste.

ITEM DATA

ArticleArticleArticleArticle De nitionDe nitionDe nitionDe nition PackagingPackagingPackagingPackaging EAN-codeEAN-codeEAN-codeEAN-code
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026 Euroblock Multi    12 kg jerry can  8 710345 486026 

Any application method/ conditions other than speci ed in this Technical data sheet require explicit manufacturer’s approval. In case of
deviance in application method/ conditions liability by manufacturer cannot be guaranteed. This technical data sheet contains advice on
handling and application of the product, based on experience and tests run by the manufacturer in laboratory and practical work. The
information supplied by the manufacturer are non-binding and cannot be used as a basis for establishing the manufacturers liability for
any damages caused. The values stated in this technical data sheet were measured under standard laboratory conditions. As application
conditions outside the laboratory vary strongly this technical data sheet must be considered a guide only. Therefore the manufacturer
does not take liability for damages caused by the customer’s utilization of the technical data sheet content. As use, processing- and storage
conditions on site are beyond manufacturers in uence, a warranty for the processing result cannot be given. This also includes the
infringement of any rights for the protection of third parties. Sufficient testing areas are to be provided before nal application. Relevant
national norms and regulations of the industry are to be observed. Outside Germany valid, relevant national norms and regulations, have
to be taken into account and to be followed by the customer. It is the responsibility of the customer to check product suitability for the
intended procedure and purposes prior to use.

This Technical Information supersedes all previously issued application data sheets and product information are no longer valid!

BG134503, Version 08, Stand 2022-11-25, ersetzt Ausgabe vom 2022-11-18
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PRODUCT TYPING

Base   Cement based powder with latex gauging liquid additive.

Color   Powder – Grey / Latex Gauging Liquid – White

Universal
Micro bre reinforced
Use over thin, rmly bonded moisture tolerant old adhesive residues
Low odour
Fast drying and may accept foot traffic after approximately 90 to 120 minutes
Acceptable for installing oor covering in 4 hours
Moisture tolerant and can be used under a liquid applied surface DPM
HTM 61 Compliant (Protein free)
Easily mixed and applied
Excellent ow ratios
High compressive strength
Can be used in conjunction with traditional under oor heating systems
Priming is not always required

APPLICATION

902 Europlan NL can be used to prepare and smooth uneven internal sub oors such as power oated concrete, tamped or pan
oated concrete, sand cement screeds, stone, ooring grade asphalt (min. 3mm and max. 6mm), non- exing steel decks

(mezzanine decks), adhesive residues (min.3 mm), surface DPM’s, terrazzo granolithic, porcelain and ceramic tiles and Hansons SP
101 Flooring Grade Plywood as recommended by the CFA.
For use in domestic, light commercial and industrial environments as a smoothing underlayment, prior to the application of resilient
type oor nishes.
For calcium sulphate/anhydrite/hemihydrate screeds; see relevant manufacturer’s technical data sheet. The use of a barrier
application/primer is required.
Use gypsum based 920 Europlan Alphy or 925 Europlan Alphy Direct for alternative levelling compounds.

PROCESSING

Storage   Store in cool (+5 °C), dry environment. Do not store in direct sunlight.

PROPERTIES

Classi cation   CT-C25-F7 Conform NEN-EN 13813:2002 Cementitious screed material for use internally in buildings.

Consumption   Approx. 5 m² per unit @ 3 mm thickness, dependent on porosity of substrate.

Frost resistance   Powder - Yes / Latex component – No, If allowed to freeze Eurocol cannot guarantee product performance.

Passableness   90 – 120 minutes @ 20 °C.* based on a 3 mm thick application.

902
EUROPLAN NL
Universal, fast setting, micro bre reinforced self-smoothing
underlayment
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Tools   Drill & mixing spindle, trowel or notched spreading comb in combination with a spiked roller. Clean in water
immediately after use.

Mixing ratio   Add 20 kg of powder to 4.8 kg of the supplied latex gauging liquid.

Processing time   Use within 15 - 20 minutes after mixing at 20 °C .*

Shelf Life   6 Months Powder, 12 Months Liquid, in unopened packaging and dry conditions.

Cleaner   Water.

* The stated values are laboratory values which, given the large variation in climatological conditions, sub oor compositions and layer
thicknesses, are only guideline values.

Substrate:

902 Europlan NL can be applied on to many different types of sub oor; however, preparation of the base prior to be overlaid is of
key importance. The surface of the base should be rigid, strong and free from: oil, grease, weak adhesive residues, surface laitance,
curing agents, surface hardeners and all contaminates that may impede adhesion to the requirements of BS 8203:2001 +A1:2009 or
DIN 18 365. All sub oors should mechanically be prepared and vacuumed .Cementitious bases must be fully cured and rm. The
surface of all base substrates should have a surface pull-off strength of >1.5 N/mm². Moisture levels should have a hygrometer
reading of 75% RH or less. If the moisture level is higher, a suitable Surface DPM e.g. 026 Euroblock Multi, 021 Euroblock Reno or 022
Euroblock One Coat must be applied rst. After applying one of these DPM’s, priming before levelling is not necessary; however 902
Europlan NL should be applied onto the 021 Euroblock Reno or 022 Euroblock One Coat within 12 hours after applying the DPM.
902 Europlan NL can be applied to sound, rmly bonded non-water soluble adhesive residues that have been applied to
permanently dry bases; however; should any doubt exist regarding the products ability to be overlaid, best practice denotes that
the residue should be completely removed. Remove bitumen adhesive residues completely.
Although 902 Europlan NL can be used as a self-priming system, both porous and non-porous substrates are best primed, as this
will help to increase inter bond adhesion and reduce the possibility of de-bonding type issues occurring. When deemed a
requirement, prime the base with 044 Europrimer Multi.
902 Europlan NL is also suitable for applications onto under oor heating systems (on screeded, concrete or cement faced backer
boards only). Please follow installation protocol of under oor heating systems concerned or ask for technical advice.
902 Europlan NL is moisture tolerant and may be used as a pre-smoothing layer prior to the application of liquid applied surface
damp proof membranes.
If in doubt about the application, ask for technical advice. In advance always seek our technical data sheets.

Instruction manual:

Add 20 kg of 902 Europlan NL (Part A) gently 1: 1 to 4.8 kg of 902 Europlan NL Liquid (Part B). Shake the bottle of latex prior to
opening.
Gradually add the powder whilst continually mixing thoroughly, using an electric drill and mixing spindle (Eurocol no. 855). Once
the powder has been completely added, mix for a further 2 minutes keeping the mixing spindle below the surface of the material to
minimise air entrapment until a lump free smooth and homogeneous mixture is attained. Do not add extra liquid or water!
Apply the mixture within 15 - 20 minutes at 20°C to the base with a trowel or notched spreading comb in combination with a spiked
roller whilst still uid. The mixture can in general be applied in a layer thickness from 2 to 6 mm. Onto non-water soluble adhesive
residues a minimum 3 mm layer thickness is recommended. For achieving a thicker layer, add a third volume of aggregate to the
mixture and nish with 2mm un lled 902 Europlan NL underset. A maximum of 12.5kg aggregate per unit of 902 Eurocol NL is
recommended.
Protect fresh smoothing compound layers against draft and direct sunlight.
Minimum advisable working temperature is 5 °C. At a temperature of 20 °C foot trafficking should be possible after 90 - 120 minutes
and acceptable for installing oor covering after 4 hours.
Protect fresh smoothing compound layers against draft and direct sunlight.
For extended information about the safety precautions please refer to the safety data sheet.

Working conditions:
Required surrounding temperature : 18 - 23 °C.*
Temperature sub oor : min. 15° – max. 20 °C.*
Relative humidity : 40 - 70%.*

ENVIRONMENT AND HEALTH

Safety and
environment

  Safety data sheets of Forbo Eurocol products according to EEG-guideline 91/155.

MSDS   Product Health and Safety data sheet must be read and understood before use. It is recommended that gloves, a
dust mask and eye protection are worn during application.

ITEM DATA

ArticleArticleArticleArticle De nitionDe nitionDe nitionDe nition PackagingPackagingPackagingPackaging

902 Powder 20 kg bag

902 Latex Gauging Liquid  4.8 kg can
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PRODUCT TYPING

Base   Styrene-butadiene dispersion.

Color   Off-white.

Ready-to-use, quick-drying, exible dispersion ller.
For thin levelling on deformable substrates, for point-elastic sports oors, sprung oors, wood-based panels and insulating mats.
Suitable as a migration inhibitor when laying oor coverings on insulating mats, on thoroughly cleaned, xed old oor coverings
(PVC, CV, elastomer).
For closing incompletely glued joints and screw holes in wood-based panels V100/OSB).
The product can be used on under oor heating.
Suitable for use with chair castors according to DIN EN 12529.
For indoor use.

APPLICATION

For levelling in layers up to maximum 2 mm of:

old vinyl oors.
old adhesive residues.
differences in height between board materials.
old rubber oor covering, which is to be covered with a new oor covering.  

PROCESSING

Layer thickness   Maximum 2 mm.

Storage   Store cool and free from frost (5 - 30 °C).

Tools   Large-notched adhesive spreader and trowel.

Drying   Approx 2 - 3 hours.*

PROPERTIES

Consumption   approx 300 - 1200 g/m² depending on the application.

Flammability   Non- ammable.

Frost resistance   No.

Passableness   Approx 2 - 3 hours.*

Special quality   Flexible, especially for exible substrates.

Speci c weight   1.65 kg/l.

900
EUROPLAN DSP
Dispersion-based surface smoothing for deformable sub oor,
ready to use, exible.
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Shelf Life   12 Months, in unopened packaging.

Cleaner   Water.

Remarks   Technical information and safety data sheets of any laying materials and oor coverings used must be
observed!
Only lay oor coverings on insulation underlays that are recommended by the manufacturer as suitable for
this purpose.
Please note that the indentation behaviour of oor coverings on insulating underlays is altered.

When welding, observe the changed setting of the adhesives on the non-absorbent ller and extend the
drying time accordingly to 2 - 3 days.
Do not use on old textile or needle eece oor coverings.

Design oor coverings (LVT) or elastomer oorings are not recommended for installation on dispersion ller.
It is not possible to install parquet on Eurocol 900 Europlan DSP.

* The stated values are laboratory values which, given the large variation in climatological conditions, sub oor compositions and layer
thicknesses, are only guideline values.

Substrate:

900 Europlan DSP can be applied on old vinyl or rubber oor covering, which are degreased and checked on a good bonding to the
sub oor.
Overtoothing on wood-based materials must be adjusted in advance by sanding.
In advance always seek our technical data sheets. In doubt about the application ask for technical advice.

Instruction manual:

Before use, temper the product according to the processing conditions.

Stir well and thoroughly before use.

First degrease old vinyl or rubber oor covering thoroughly and check on a good bonding to the sub oor.
Remove old adhesive residues as much as possible.
First apply 900 Europlan DSP with a large-notched adhesive spreader, thereafter smooth the adhesive strips with a trowel.
When installing a oor covering on top of the 900 Europlan DSP, "NEVER" use solvent-based adhesives.
Vinyl : 540 Eurosafe Special + 640 Eurostar Special + 622 Eurostar Star Tack.
Linoleum : 514 Eurosafe Lino  + 611 Eurostar Lino Plus.
Carpet : 509 Eurosafe Tex + 609 Eurostar Tex.

Working conditions:
Required surrounding temperature : 18 - 23 °C.
Temperature for material and sub oor : min. 15° - max. 20 ºC.
Relative humidity : 40 - 70%.

ENVIRONMENT AND HEALTH

GISCODE   D1
LEED   VOC 0 g/l, meets - erfüllt: IEQ Credit 4.1
DGNB   VOC 0 %, quality level - Qualitätsstufe: 4
Hazard Class   None.
Safety and
environment

  Safety data sheets of Forbo Eurocol products according to EEG-guideline 91/155. Keep out of reach of children. Do
not eat, drink or smoke while processing the product. Only give completely empty containers for recycling. Material
residues can be disposed of as household waste.

MSDS   For extensive information about safety and environment we refer to our website www.eurocol.nl.
Substances
causing allergy

  Contains 1,2-benzisothiazol-3(2H)-one, reaction mass of: 5-chloro-2-methyl-4-isothiazolin-3-one [EC no. 247-500-7]
and 2-methyl-2H-isothiazol-3-one [EC no. 220-239-6] (3:1). May produce an allergic reaction.

ITEM DATA

ArticleArticleArticleArticle De nitionDe nitionDe nitionDe nition PackagingPackagingPackagingPackaging EAN-codeEAN-codeEAN-codeEAN-code Shipping unitShipping unitShipping unitShipping unit

900 Europlan DSP  14 kg bucket 4 026956 130888 44/pallet

Any application method/ conditions other than speci ed in this Technical data sheet require explicit manufacturer’s approval. In case of
deviance in application method/ conditions liability by manufacturer cannot be guaranteed. This technical data sheet contains advice on
handling and application of the product, based on experience and tests run by the manufacturer in laboratory and practical work. The
information supplied by the manufacturer are non-binding and cannot be used as a basis for establishing the manufacturers liability for
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any damages caused. The values stated in this technical data sheet were measured under standard laboratory conditions. As application
conditions outside the laboratory vary strongly this technical data sheet must be considered a guide only. Therefore the manufacturer
does not take liability for damages caused by the customer’s utilization of the technical data sheet content. As use, processing- and storage
conditions on site are beyond manufacturers in uence, a warranty for the processing result cannot be given. This also includes the
infringement of any rights for the protection of third parties. Sufficient testing areas are to be provided before nal application. Relevant
national norms and regulations of the industry are to be observed. Outside Germany valid, relevant national norms and regulations, have
to be taken into account and to be followed by the customer. It is the responsibility of the customer to check product suitability for the
intended procedure and purposes prior to use.

This Technical Information supersedes all previously issued application data sheets and product information are no longer valid!

BG139010, Version V06, Stand 2022-01-05, ersetzt Version vom 2020-09-08
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the strong connection

PRODUCT TYPING

Base   Anhydrate-Alpha-halfhydrate.

Color   White.

Consistency   Powder.

Very low emission
Emicode EC 1 PLUS
Less dust
Favourable spreading capacity
Casein-free
Self-smoothing
Tension-free
Chrome-free
Excellent ow
Pumpable
Maximum layer thickness of 30 mm* 

APPLICATION

For levelling stony sub oors in layer thickness between 2 and 30 mm, especially anhydrite oors, which are to be covered with a oor
covering or parquet. At a layer thickness > 10 mm add approx. 7 kg of 846 Quartzsand to 23 kg of 920 Europlan Alphy.

If applying by pump:
Consult pump supplier, ensure the pump is suitable for all types of levelling compounds. Pumping with a too high mixing rate can cause
an insufficient ow of the levelling compound.

PROCESSING

PROPERTIES

Bending Strength   According to NEN-EN 13892-2:2002: after 28 days ≥ 9 N/mm².

Bureau Wheelchair
resistance

  From 2 mm layer thickness.

Compressive strength   According to NEN-EN 13892-2:2002: after 28 days ≥ 35 N/mm².

Consumption   Approx. 1.5 kg/m² per mm layer thickness.

Flammability   Non- ammable.

Frost resistance   Yes.

Passableness   After 2 - 3 hours at 18°-20° C.*

920
EUROPLAN ALPHY
Self-smoothing, tensions-free hardening levelling compound for
stony sub oors, especially anhydrite oors.
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Storage   Store cool and dry.

Tools   Trowel or notched squeegee in combination with a spiked roller, mixing-device.

Mixing ratio   Add 23 kg of 920 Europlan Alphy to 5,5 - 6 litres of water. Add 25 kg of 920 Europlan Alphy to 6 litres of water.

Processing time   Use within 30 minutes after mixing.*

Waiting time   3 to 5 minutes.

Drying   24 hours.*

Shelf Life   12 months, in unopened packaging.

* The stated values are laboratory values which, given the large variation in climatological conditions, sub oor compositions and layer
thicknesses, are only guideline values.

Substrate:

920 Europlan Alphy can be applied on any type of stony sub oor that is rigid and has a good tensile and compression strength.
The sub oor should also be clean, permanently dry and free from grease and dirt according to the requirements of BS 8203 or DIN
18 365/DIN 18356.
Sandpaper, if necessary, anhydrite sub oor and make free from dust (by using an industrial vacuum cleaner).
Decrease smooth and impervious sub oors (tile oors, granito, terrazzo etc.) with 014 Euroclean and and dry well afterwards. After
that prime thin and covered with 044 Europrimer Multi with a foam roller. Old (water-resistant) adhesive also needs to be primed in
this way.
Prime porous sub oors e.g. anhydrite with 043 Europrimer Alphy, 044 Europrimer Multi/044-1 Europrimer Multi Plus or 099
Disperion Primer with a foam roller.
In case of asphalt oors and bituminous substrates remove dirt and loose parts. After that prime with 044 Europrimer Multi.
Fill cracks and deep damages with 944 Europlan Alphy Quick. After hardening wait for at least 24 hours. Prime the repaired places
with 043 Europrimer Alphy or 044 Europrimer Multi and dry well before levelling the oor.
Fix cracks/seams in sub oors with 021 Euroblock Reno LE in combination with 063 Eurotape and 846 Quartzsand or with 808
Eurojoint Connector in combination with 021 Euroblock Reno LE. Alternatively with Europlan 913 Silicate sealing compound.
In advance always seek our technical data sheets. In doubt about the application ask for technical advice. 

Instruction manual:

When mixing 920 Europlan Alphy ensure that tools are always clean and free from cement residues.
In case of preparation by hand add 23 kg of 920 Europlan Alphy to 5.5 - 6 litres of cool and clean tap water. Follow the exact water
ratio. 
Stir the mortar, using an electric stirrer (Eurocol no. 855), to a smooth and homogeneous mixture.
Wait for approx. 5 minutes and stir the mortar once again, with a low rpm. ·
Apply the mortar within 30 minutes on the oor with a trowel or notched squeegee in a minimum layer thickness of 2 mm. ·
When pumping adjust the mixing-device in such way that per 23 kg of 920 Europlan Alphy 5.5 - 6 litres of cool and clean tap water
will be added.
Protect fresh levelling compound layers against draft and direct sunlight.
It is not recommended to sandpaper or prime the dried levelling compound layer.
When it is recommended to sandpaper the applied levelling compound layer make the oor dust-free with an industrial vacuum
cleaner. When necessary prime the sub oor with a suitable primer (for example 049 Europrimer ABS or 099 Disperionprimer) with a
foam roller (Eurocol no. 856/857). Drying time approx. 1 hour.
Under normal circumstances the applied layer is passable after 2-3 hours. In a layer thickness of 5 mm the levelling compound is
ready for further use after 24 hours.
In case of thicker layers measure the residual moisture percentage by using a hydrometer (residual moisture with hydrometer
measurement < 1.0% or residual moisture percentage 0.3-0.5%, depending on type of oor covering).
For extended information about the safety precautions we refer to the safety data sheet on our website www.eurocol.nl.

Working conditions:
Required surrounding temperature  : 18 - 23 °C.
Temperature sub oor : min. 15° - max. 20 ºC.
Relative humidity : 40-70%

Under oor heating systems:
920 Europlan Alphy can be applied on under oor heating systems. The startprotocol of the oorheating needs to be completly executed
in accordance with the directives of the supplier. Turn off the heater 24 hours before application. Do not heat again until at least 24 hours
after application, in steps of maximum 5 °C water temperature per day.

QUALITY AND GUARANTEE
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ENVIRONMENT AND HEALTH

Hazard Class   None.
MSDS   For extensive information about safety and environment we refer to our website www.eurocol.nl.

ITEM DATA

ArticleArticleArticleArticle De nition        De nition        De nition        De nition         PackagingPackagingPackagingPackaging EAN-codeEAN-codeEAN-codeEAN-code

920 Europlan Alphy  23 kg bag 8 710345 920308

Any application method/ conditions other than speci ed in this Technical data sheet require explicit manufacturer’s approval. In case of
deviance in application method/ conditions liability by manufacturer cannot be guaranteed. This technical data sheet contains advice on
handling and application of the product, based on experience and tests run by the manufacturer in laboratory and practical work. The
information supplied by the manufacturer are non-binding and cannot be used as a basis for establishing the manufacturers liability for
any damages caused. The values stated in this technical data sheet were measured under standard laboratory conditions. As application
conditions outside the laboratory vary strongly this technical data sheet must be considered a guide only. Therefore the manufacturer
does not take liability for damages caused by the customer’s utilization of the technical data sheet content. As use, processing- and storage
conditions on site are beyond manufacturers in uence, a warranty for the processing result cannot be given. This also includes the
infringement of any rights for the protection of third parties. Sufficient testing areas are to be provided before nal application. Relevant
national norms and regulations of the industry are to be observed. Outside Germany valid, relevant national norms and regulations, have
to be taken into account and to be followed by the customer. It is the responsibility of the customer to check product suitability for the
intended procedure and purposes prior to use.

This Technical Information supersedes all previously issued application data sheets and product information are no longer valid!

BG171345, V15, Stand 2021-12-07, ersetzt Ausgabe vom 2021-08-18
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the strong connection

PRODUCT TYPING

Base   Polyurethane resin and isocyanat hardener.

Color   Component A: Dark Grey. Component B: brown.

Consistency   Pasty.

Highly durable, fast curing, water- and solvent-free, two-component PUR adhesive.

For laying rubber oor coverings in tiles with rough backings, PVC- and recycled PVC oor coverings (tiles and panels), metal, ceramic,
wood.

Bonding is carried out on standard-compliant, fully levelled substrates like absorbent and non-absorbent mineral-based sub oors, sanded
mastic asphalt, wood composites, dry screeds which are permitted for oor covering installation. Reactive primers must be sprinkled with
quartz sand.

Water-resistant
Moisture-resistant and weatherproof
Heavy duty resistant
Non- ammable
Extremely high nal bond strength
Temperature resistant from -40 °C to +150 °C 

Can be used on under oor heating systems. 

For indoor use only.

Very low emission certi ed EMICODE EC 1 Plus.

Emission-tested construction product according to DIBt principles.

APPLICATION

For the installation of:

rubber oor covering
vinyl oor covering

PROPERTIES

Consumption   550 - 650 g/m², depending on material and sub oor and oor covering.

Curing   Approx. 8 - 10 hours.*

Flammability   Non- ammable.

Frost resistance   Yes.

Special quality   Also suitable for gluing wood block RE/WE or end-grain wood parquet.

Speci c weight   Comp. A 1.9 kg/l, Comp. B 1.24 kg/l.

140
EUROMIX PU PRO
Two-component PU-based adhesive, for high traffic ooring
installation.
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metal
concrete
ceramic materials. 

PROCESSING

Storage   Store cool and dry in unopened packaging.

Tools   Adhesive spreader. The type of spreader depends material and sub oor.

Mixing ratio   100 parts by weight of component A 15 parts by weight of component B.

Open time   Approx. 70 minutes.*

Processing time   Approx. 70 minutes.*

Shelf Life   Approx 18 months, in unopened packaging.

Cleaner   815 HandClean, 358 ToolCleaner

Remarks   Technical information and safety data sheets of any installation materials and oor coverings used must be
observed!
It is recommended to wear suitable gloves when applying the adhesive, as the reaction components
penetrate deep into the skin.
penetrate and are difficult to remove. Cured adhesive can only be removed mechanically.
The adhesive has excellent adhesion properties on most materials. Due to the large number, in case of
doubt to carry out adhesion tests during processing.
When bonding to under oor heating, a stabilising primer with approved Eurocol-Reaction resin primers
necessary. In order to reduce adhesion problems on reaction resin primers, these are available in the Sand
off excess with Eurocol 846 Europlan sand.
The adhesive cures even at lower temperatures. However, due to the higher viscosity at low temperatures
affects the processing. The curing time is considerably longer. In addition, the adhesion becomes too
smooth surfaces, especially metals, reduced (observe dew point formation). 

EMICODE, further information at www.emicode.com.
Not a consumer product according to 1999/EG/44.

* The stated values are laboratory values which, given the large variation in climatological conditions, sub oor compositions and layer
thicknesses, are only guideline values.

Substrate:

The substrate must be pressure- and tension-resistant, permanently dry, free of cracks and dust, even and free of layers that reduce
adhesion.
Adhesion-reducing layers, old material residues must be removed by suitable mechanical measures in accordance with the
speci cations of DIN 18365/DIN 18356/BS 8203.
Old xed oors, such as ceramic tiles, terrazzo, stone oors, metals, must be professionally cleaned and sanded matt after drying.
Cracks or joints (except structural expansion joints) are to be closed with Eurocol grouting compounds Europlan 913 Silicate.
Prime porous, rough surfaces and cement screeds that are crumbling on the surface with 021 Euroblock Reno LE. If alkaline
moisture or construction moisture is present and the stony sub oor is above groundwater-level apply two coats 021 Euroblock
Reno LE. In order to create a sufficient bonding bridge for later application of the adhesive, the lled surface should be sprinkled
with ne, dried sand.
As the adhesive has a strong lling effect, there is generally no need to apply a ller.
If necessary, use Eurocol 140 Euromix PU Pro or Eurocol 910 Europlan PU Duo.
In order to create a sufficient bonding bridge for later application of the adhesive, the lled surface should be sprinkled with ne,
dried sand, such as 846 Europlan Sand (quartz sand), or the lled surface should be sanded matt.
In the event of defects, objections must be made in writing.
In advance always seek our technical data sheets. In doubt about the application ask for technical advice.

Instruction manual:

Before use, temper the product according to the processing conditions.

The adhesive will also bond at lower temperatures, but will be less easy to apply. Besides the bonding of the adhesive will slow down and
the adhesion on smooth surfaces, in particular metal, will decrease strongly. Check in advance if the rubber oor covering is ready for
installation or has to be sandpapered beforehand.

Directions for use:

Add component B to component A.
Stir thoroughly, using an electric stirrer, to a smooth and homogeneous mixture.
Only mix as much adhesive that can be used within the mentioned pot life.
Apply the mixture immediately on the sub oor with the recommended adhesive spreader. The quantity of adhesive depends on
material and sub oor.
When xing a oor covering with a stud back make sure to apply sufficient adhesive, so the hollow sections between the studs are
sufficiently lled with adhesive. Due to the large variety of backings it is not possible to indicate a standard adhesive spreader and
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spreading capacity.
When laying parquet, ensure that the parquet is approx. 1.5 cm away from the wall.
Place the oor covering directly into the wet adhesive. A short waiting time within the open time of 30 minutes improves the nal
adhesion a little. In case of topping edges place a load during 6 hours.
To avoid accumulation of the adhesive do not walk on the fresh applied oor covering. Always walk behind the roller during rolling.
Repeat pressing and roling after 1 - 2 hours.
Remove fresh adhesive spots immediately with white spirit. Clean tools immediately after use with white spirit.

Under oor heating systems:

140 Euromix PU Pro can be applied on under oor heating systems. The startprotocol of the oorheating needs to be completly executed
in accordance with the directives of the supplier. Turn off the heater 24 hours before application; do not heat again until at least 24 hours
after installation, in steps of maximum 5 °C watertemperature per day.

Working conditions:

Required surrounding temperature      : 18 - 23 °C.
Temperature for material and sub oor : min. 15° - max. 20 ºC.
Relative humidity                               : 40 - 70%. 

QUALITY AND GUARANTEE

ENVIRONMENT AND HEALTH

GISCODE   RU1
LEED   VOC 0 g/l, meets - erfüllt: IEQ Credit 4.1
DGNB   VOC 0 %, quality level - Qualitätsstufe: 4
Hazard Class   Component A: None. Component B: contains hazardous ingredients. Please observe the notes in the Safety data

sheet!
Safety and
environment

  Safety data sheets of Forbo Eurocol products according to EEG-guideline 91/155. Keep out of reach of children. Do
not eat, drink or smoke while processing the product. Only give completely empty containers for recycling. Material
residues can be disposed of as household waste.

MSDS   For extensive information about safety and environment we refer to our website www.eurocol.nl.
Substances
causing allergy

  Hardener: Contains isocyanates. May produce an allergic reaction.

ITEM DATA

artikelartikelartikelartikel productnameproductnameproductnameproductname packagingpackagingpackagingpackaging shipping unitshipping unitshipping unitshipping unit EAN-codeEAN-codeEAN-codeEAN-code

140 Euromix PU tin combi pack à 6.9 kg 8 710345 140690

140 Euromix PU PRO PE combi pack à 6,7 kg 65/pallet

140 Euromix PU PRO PE combi pack à 13,4 kg 52/pallet

Any application method/ conditions other than speci ed in this Technical data sheet require explicit manufacturer’s approval. In case of
deviance in application method/ conditions liability by manufacturer cannot be guaranteed. This technical data sheet contains advice on
handling and application of the product, based on experience and tests run by the manufacturer in laboratory and practical work. The
information supplied by the manufacturer are non-binding and cannot be used as a basis for establishing the manufacturers liability for
any damages caused. The values stated in this technical data sheet were measured under standard laboratory conditions. As application
conditions outside the laboratory vary strongly this technical data sheet must be considered a guide only. Therefore the manufacturer
does not take liability for damages caused by the customer’s utilization of the technical data sheet content. As use, processing- and storage
conditions on site are beyond manufacturers in uence, a warranty for the processing result cannot be given. This also includes the
infringement of any rights for the protection of third parties. Sufficient testing areas are to be provided before nal application. Relevant
national norms and regulations of the industry are to be observed. Outside Germany valid, relevant national norms and regulations, have
to be taken into account and to be followed by the customer. It is the responsibility of the customer to check product suitability for the
intended procedure and purposes prior to use.
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This Technical Information supersedes all previously issued application data sheets and product information are no longer valid!

BG146025, Version 09, Stand 2019-03-12, ersetzt Ausgabe vom 2018-04-24.
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the strong connection

PRODUCT TYPING

Base   Acrylic dispersion.

Color   Light blue.

Consistency   liquid.

Very low emission
Emicode EC 1PLUS
Pressure sensitive
High temperature resistant
Solvent free
Non- ammable
Favourable spreading capacity
No grin through of adhesive trowel marks
Easy and safe to apply
High nal bond strength

APPLICATION

For the installation of dimensionally stable PVC sheet, strips and tiles on levelled sub oors. Suitable for pressure sensitive installation. Also
high temperature resistant, up to a structural surface temperature of maximum 50 °C, for installation in areas with direct sunlight.

PROCESSING

Storage   Store cool and free from frost. Protect against high temperatures.

Tools   Eurocol spreader no. 852/A2.

Waiting time   None.

Shelf Life   12 months, in unopened packaging.

Cleaner   Water.

* The stated values are laboratory values which, given the large variation in climatological conditions, sub oor compositions and layer
thicknesses, are only guideline values.

PROPERTIES

Consumption   100-150 g/m², on levelled sub oors.

Curing   24 hours.*

Frost resistance   No.

Speci c weight   1.04 kg/l.

543
EUROSAFE DECO
Pressure sensitive and high temperature resistant adhesive for
the installation of PVC sheet, strips and tiles.
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Substrate:

543 Eurosafe Deco is suitable for any type of sub oor that has good tensile and compression strength. The sub oor should also be
even, clean, permanently dry and free from grease and dirt according to the requirements of BS 8203 or DIN 18 365.
Anhydrite oors should be sandpapered. Thereafter make the oor dust free and prime with 044 Europrimer Multi. This layer has to
dry sufficiently.
For an optimal nal result, apply a 2 mm levelling compound layer on the sub oor.
In advance always seek our technical data sheets. In doubt about the application ask for technical advice.

Instruction manual:

It is very important to acclimatize the PVC-material for at least 48 hours in the room where it will be installed.
Apply the 543 Eurosafe Deco with a ne-notched adhesive spreader (Forbo Eurocol no. 852/A2).
The sheets, strips or tiles can be placed directly into the wet, semi moist or dry adhesive.
Drying time is depending on temperature, relative humidity and the porosity of the sub oor.
After applying carefully roll and rmly rub the strips or tiles in to the adhesive line.
Drying time minimal 24 hours.
Remove fresh adhesive spots immediately with a clean damp cloth.

Working conditions:
Required surrounding temperature : 18 - 23 ºC
Temperature for material and sub oor : min. 15º - max. 20 ºC.
Relative humidity : 40-80%.

High temperature characteristics: under oor heating systems and direct sunlight:
543 Eurosafe Deco can be applied on under oor heating systems. The start protocol of the oor heating needs to be completely executed
in accordance with the directives of the supplier. Turn off the heater 24 hours before xation. Do not heat again until at least 24 hours after

xation, in steps of maximum 5 °C water temperature per day.

If there is the possibility that the PVC- strips or tiles will get warmer than 50 °C (also by sunlight), you have to choose for a polyurethane
bonding.

543 Eurosafe Deco is tested in combination with high temperatures. The adhesive is tested suitable for installing PVC-material, exposed to
higher temperatures such as direct sunlight provided the surface does not exceed 50 °C. Installation in wet adhesive is preferred for such
conditions.

Contains methylchloroisothiazolinone and methylisothiazolinone (3:1) and benzisothiazolinone. May produce an allergic reaction.

QUALITY AND GUARANTEE

ENVIRONMENT AND HEALTH

Hazard Class   None.
Safety and environment   Safety data sheets of Forbo Eurocol products according to EEG-guideline 91/155.
MSDS   For extensive information about safety and environment we refer to our website www.eurocol.nl.

ITEM DATA

ArticleArticleArticleArticle De nitionDe nitionDe nitionDe nition PackagingPackagingPackagingPackaging EAN-codeEAN-codeEAN-codeEAN-code

543 Eurosafe Deco 10 kg bucket. 8 710345 543002
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the strong connection

PRODUCT TYPING

Base   Superior acrylic dispersion.

Color   Beige.

Consistency   Thick liquid.

Multi-purpose application
Non- ammable
Easy and safe to apply
High initial adhesion strength and nal bond strength
Favourable spreading capacity
Roller-castor-chair resistant 

APPLICATION

For installing:

PVC and cushion vinyl ooring
synthetic backed carpet
hessian-backed carpet
PVC backed-carpet
needlefelt
linoleum
corkment
cushion vinyl

PROCESSING

Storage   Store cool and free from frost.

Tools   Eurocol spreader no. 850/B1 when installing carpet, needlefelt, linoleum and corkment. Eurocol spreader no.
852/A2 when installing carpet with a PVC back and PVC and cushion vinyl ooring.

PROPERTIES

Consumption   Spreader B1: 325 - 425 g/m².
Spreader A2: 300 - 350 g/m².

Curing   24 hours.*

Flammability   Non- ammable.

Frost resistance   No.

Speci c weight   1.56 kg/l.

500
EUROSAFE MULTI
Multi-purpose oor covering adhesive with a high initial grab.

  
500 EUROSAFE MULTI500 EUROSAFE MULTI500 EUROSAFE MULTI500 EUROSAFE MULTI
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Open time   15 - 30 minutes.*

Waiting time   0 - 10 minutes.*

Shelf Life   Approx 12 months, in unopened packaging.

Cleaner   Water.

* The stated values are laboratory values which, given the large variation in climatological conditions, sub oor compositions and layer
thicknesses, are only guideline values.

Substrate:

500 Eurosafe Multi is suitable for any type of sub oor that has a good tensile and compression strength. The sub oor should also be
even, clean, permanently dry and free from grease and dirt, according to the requirements of BS 8203 or DIN 18 365.
Only use vapour pervious oor coverings on impervious sub oors.
When installing cushion vinyls or a carpet with a closed back on fully impervious sub oors apply a 2 mm levelling compound layer.
In advance always seek our technical data sheets. In doubt about the application ask for technical advice.

Instruction manual:

Apply the adhesive with the recommended adhesive spreader.
- Eurocol spreader no. 850/B1 for installing carpet, needlefelt, linoleum and corkment.
- Eurocol spreader no. 852/A2 for installing PVC and cushion vinyl ooring and carpet with a PVC back.
On absorbent sub oors apply the oor covering within 10 minutes into the wet adhesive. On low absorbent sub oors keep a
waiting time of 10 - 30 minutes (depending on porosity of the sub oor, temperature and relative humidity).
When installing PVC and cushion vinyl ooring and carpet with a PVC back the sub oor should be moisture absorbent and apply
the oor covering into the wet adhesive.
Roll the oor covering carefully. Sheet-ends, possible bight marks and longitudinal joints are to be pressed rmly.
On low absorbent sub oors, in case of impervious back qualities and/or when circumstances are less ideal, rolling and pressing
should be repeated after approx. 15 minutes (depending on temperature and relative humidity).
Remove fresh adhesive spots immediately with water.

Working conditions:
Required surrounding temperature : 18 - 23° C.
Temperature for material and sub oor : min. 15° - max. 20 ºC.
Relative humidity : 40 - 80%.

Under oor heating systems:
500 Eurosafe Multi can be applied on under oor heating systems. The startprotocol of the oorheating needs to be completly executed in
accordance with the directives of the supplier. Turn off the heater 24 hours before application. Do not heat again until at least 24 hours
after installation, in steps of maimun 5 °C water temperature per day.

Contains methylchloroisothiazolinone and  methylisothiazolinone (3:1) and benzisothiazolinone. May produce an allergic reaction.

ENVIRONMENT AND HEALTH

Hazard Class   None.
Safety and environment   Safety data sheets of Forbo Eurocol products according to EEG-guideline 91/155.
MSDS   For extensive information about safety and environment we refer to our website www.eurocol.nl.

ITEM DATA

ArticleArticleArticleArticle De nitionDe nitionDe nitionDe nition PackagingPackagingPackagingPackaging EAN-codeEAN-codeEAN-codeEAN-code

500 Eurosafe Multi 15 kg bucket 8 710345 515009 

  
500 EUROSAFE MULTI500 EUROSAFE MULTI500 EUROSAFE MULTI500 EUROSAFE MULTI
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the strong connection

PRODUCT TYPING

Base   Acrylic dispersion.

Color   White.

Consistency   Liquid.

very low emission
Emicode EC 1PLUS
Non- ammable 
Easy removal   
Favourable spreading capacity 
Permanent adhesion 

APPLICATION

For the removal and non-skid installation of carpet tiles on smooth sub oors. 
Also suitable for xing the sound insulating declutching mat 820 DIM Floor.
Can also be used to xate loose-lay PVC oors or oors with a PVC backing.

PROCESSING

Storage   Store cool and free from frost.

Tools   Lambswool roller or brush. Can be sprayed.

Waiting time   Approx 60 minutes.* After application wait for the material to set-off (get transparent).

Shelf Life   12 months, in unopened packaging.

Cleaner   Water.

PROPERTIES

Colour palette   Белый

Colour palette   Белый

Consumption   On impervious sub oors : 50 - 100 g/m².
On porous sub oors : 100 - 150 g/m². 

Flammability   Non- ammable.

Frost resistance   No.

Speci c weight   1.04 kg/l.

542
EUROFIX TACK PLUS
Fixation, for the non-skid installation of carpet tiles and loose-lay
PVC oors or oors with a PVC backing.

  
542 EUROFIX TACK PLUS542 EUROFIX TACK PLUS542 EUROFIX TACK PLUS542 EUROFIX TACK PLUS
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Remarks   Technical information and safety data sheets of any laying materials and oor coverings used must be
observed!

Allow oorings to air condition in the rooms before laying. The coverings must be relaxed and laid at.
During the setting phase, the direct in uence of heat/solar radiation, dynamic and point loads must be
avoided.

When laying there is no guarantee that the coverings will be able to resume without sticking.
If the ooring is laid on existing ooring, the possibility of changes in the colour of the ooring cannot be
excluded.
Removing the xings from existing oor coverings can lead to damage to these coverings.
A possible joint formation of the ooring can also be reduced by the application of a xation.

EMICODE, further information at www.emicode.com.

* The stated values are laboratory values which, given the large variation in climatological conditions, sub oor compositions and layer
thicknesses, are only guideline values.

Substrate:

542 Euro x Tack Plus is suitable for any type of sub oor that has a good tensile and compression strength.
The sub oor should also be even, clean, permanently dry and free from grease and dirt, according to the requirements of BS 8203 or
DIN 18 365. 
Application is also possible on old and smooth oor covering, such as linoleum. Before application degrease the old oor covering
thoroughly. 
In advance always seek our technical data sheets. In doubt about the application ask for technical advice. 

Instruction manual:

Apply 542 Euro x Tack Plus equally in the recommended quantity on the sub oor with a lambswool roller or brush. This product
can also be sprayed.
Apply the carpet tiles or loose-lay oor system as soon as 542 Euro x Tack Plus sets-off (gets transparent). Depending on
temperature, relative humidity and sub oor the waiting time is approx. 60 minutes.
Wait for 20-30 minutes before xing the 820 DIM Floor mats. Then roll carefully and rub well.
Remove fresh adhesive spots immediately with water.

Working conditions:
Required surrounding temperature : 18 - 23 °C.
Temperature for material and sub oor : min. 15° - max. 20 ºC.
Relative humidity : 40-80%. 

Under oor heating systems:
542 Euro x Tack Plus can be applied on under oor heating systems. The startprotocol of the oorheating needs to be completly executed
in accordance with the directives of the supplier.Turn off the heater 24 hours before xation. Do not heat again until at least 24 hours after

xation, in steps of maximum 5 °C water temperature per day.

QUALITY AND GUARANTEE

ENVIRONMENT AND HEALTH

GISCODE   D1
LEED   VOC 0 g/l, meets - erfüllt: IEQ Credit 4.1
Hazard Class   None.
Safety and
environment

  Safety data sheets of Forbo Eurocol products according to EEG-guideline 91/155. Keep out of reach of children. Do
not eat, drink or smoke while processing the product. Only give completely empty containers for recycling. Material
residues can be disposed of as household waste.

MSDS   For extensive information about safety and environment we refer to our website www.eurocol.nl.
Substances
causing allergy

  Contains 1,2-benzisothiazol-3(2H)-one, mixture of: 5-chloro-2-methyl-4-isothiazolin-3-one [EC no. 247- 500-7] and
2-methyl-2H-isothiazol-3-one [EC no. 220-239-6] (3:1). May produce an allergic reaction.

  
542 EUROFIX TACK PLUS542 EUROFIX TACK PLUS542 EUROFIX TACK PLUS542 EUROFIX TACK PLUS
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ITEM DATA

ArticleArticleArticleArticle De nitionDe nitionDe nitionDe nition PackagingPackagingPackagingPackaging EAN-codeEAN-codeEAN-codeEAN-code

542 Euro x Tack Plus 10 kg jerry can 8 710345 542104

Any application method/ conditions other than speci ed in this Technical data sheet require explicit manufacturer’s approval. In case of
deviance in application method/ conditions liability by manufacturer cannot be guaranteed. This technical data sheet contains advice on
handling and application of the product, based on experience and tests run by the manufacturer in laboratory and practical work. The
information supplied by the manufacturer are non-binding and cannot be used as a basis for establishing the manufacturers liability for
any damages caused. The values stated in this technical data sheet were measured under standard laboratory conditions. As application
conditions outside the laboratory vary strongly this technical data sheet must be considered a guide only. Therefore the manufacturer
does not take liability for damages caused by the customer’s utilization of the technical data sheet content. As use, processing- and storage
conditions on site are beyond manufacturers in uence, a warranty for the processing result cannot be given. This also includes the
infringement of any rights for the protection of third parties. Sufficient testing areas are to be provided before nal application. Relevant
national norms and regulations of the industry are to be observed. Outside Germany valid, relevant national norms and regulations, have
to be taken into account and to be followed by the customer. It is the responsibility of the customer to check product suitability for the
intended procedure and purposes prior to use.

This Technical Information supersedes all previously issued application data sheets and product information are no longer valid!
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the strong connection

PRODUCT TYPING

Base   Superior polymer dispersion.

Color   Cream.

Consistency   Thick liquid.

Very low emission
Emicode EC 1 PLUS
Powerful enough to bear high tensions
High initial adhesion strength
Reactivate through warmth
Tool included 

APPLICATION

For the two-sided xing of:

carpet on stairs
PVC nosing
PVC adhesive skirting
rubber nosing
hollow skirting of hard oor covering
cork oor covering
wall covering with a foamed back for sport halls.

PROCESSING

Storage   Store cool and free from frost. Recommended temperature between 15 - 25 °C.

Tools   Texture roller (included).

Open time   After drying of the adhesive approx. 4 hours.*

PROPERTIES

Consumption   500 g/m² per two coats.

Curing   24 hours.*

Flammability   Non- ammable.

Frost resistance   No.

Speci c weight   1.36 kg/l.

650
EUROSTAR FASTCOL
Very low emission and powerful dispersion-based contact
adhesive with a strong adhesion.

  
650 EUROSTAR FASTCOL650 EUROSTAR FASTCOL650 EUROSTAR FASTCOL650 EUROSTAR FASTCOL
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Waiting time   After total drying of the adhesive place adhesive parts together.

Drying   Depending on temperature and relative humidity. Drying time at an air ow of approx. 20 °C is approx. 20
minutes. Drying time without a device is 1 - 2 hours.*

Shelf Life   12 months, in unopened packaging.

Cleaner   Water.

Remarks   Technical information and safety data sheets of any laying materials and oor coverings used must be
observed! The instructions of the respective pro le manufacturers must be observed, especially when
gluing stair nosing edges.

In case of doubt, the surface to be bonded must be degreased/cleaned of exudates.

* The stated values are laboratory values which, given the large variation in climatological conditions, sub oor compositions and layer
thicknesses, are only guideline values.

Substrate:

650 Eurostar Fastcol is suitable for any type of sub oor that has a good tensile and compression strength.
The sub oor should also be even, clean, permanently dry and free from grease and dirt, and other pollutions according to the
requirements of BS 8203 or DIN 18 365.
In advance always seek our technical data sheets. In doubt about the application ask for technical advice.

Instruction manual:

Before use, temper the product according to the processing conditions.

Stir before use!

Apply the adhesive on the material and the sub oor (e.g. stairs, PVC, rubber) with the enclosed texture roller and let dry completely.
Drying time of the adhesive can considerably be reduced to approx. 20 minutes by using a ventilator with an fan of approx. 20 °C.
Without a device the drying time is 1 - 2 hours at 20 °C.
After drying of the adhesive the open time is still approx. 4 hours.
It is possible to pre-roll the material approx. 4 days before xing. On the day of xing roll the sub oor with 650 Eurostar Fastcol and
let dry.
In case both adhesive layers are dry and the open time has expired an optimal adhesion can be realised by heating these adhesive
layers with e.g. a welding dryer, infrared radiator or gas ame for a short period.
Place both heated adhesive parts together and press carefully.
Afterwards it is possible to make adjusments by heating the material are again and subsequently press carefully.
The adhesion of the xing depends on the application of sufficient adhesive (texture roller).
Remove fresh adhesive spots immediately with water.

Working conditions:
Required surrounding temperature : 18 - 23 °C.
Temperature for material and sub oor : min. 15° - max. 20 ºC.
Relative humidity : 40 - 80%.

Under oor heating systems:
650 Eurostar Fastcol can be applied on under oor heating systems. The startprotocol of the oorheating needs to be completly executed
in accordance with the directives of the supplier. Turn off the heater 24 hours before installation. Do not heat again until at least 24 hours
after installation, in steps of maximum 5 °C water temperature per day.

Contains methylchloroisothiazolinone and  methylisothiazolinone (3:1) and benzisothiazolinone. May produce an allergic reaction.

QUALITY AND GUARANTEE

ENVIRONMENT AND HEALTH

GISCODE   D1
LEED   VOC 0 g/l, meets - erfüllt: IEQ Credit 4.1
DGNB   VOC 0 %, quality level - Qualitätsstufe: 4
Hazard Class   None.
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Safety and
environment

  Safety data sheets of Forbo Eurocol products according to EEG-guideline 91/155. Keep out of reach of children. Do
not eat, drink or smoke while processing the product. Only give completely empty containers for recycling. Material
residues can be disposed of as household waste.

MSDS   For extensive information about safety and environment we refer to our website www.eurocol.nl.
Substances
causing allergy

  Contains 1,2-benzisothiazol-3(2H)-one, reaction mass of: 5-chloro-2-methyl-4-isothiazolin-3-one [EC no. 247-500-7]
and 2-methyl-2H-isothiazol-3-one [EC no. 220-239-6] (3:1). May produce an allergic reaction.

ITEM DATA

Texture roller with synthetic holder included.

ArticleArticleArticleArticle De nitionDe nitionDe nitionDe nition PackagingPackagingPackagingPackaging EAN-codeEAN-codeEAN-codeEAN-code

650 Eurostar Fastcol  7.5 kg Bucket  8 710345 650106 

Any application method/ conditions other than speci ed in this Technical data sheet require explicit manufacturer’s approval. In case of
deviance in application method/ conditions liability by manufacturer cannot be guaranteed. This technical data sheet contains advice on
handling and application of the product, based on experience and tests run by the manufacturer in laboratory and practical work. The
information supplied by the manufacturer are non-binding and cannot be used as a basis for establishing the manufacturers liability for
any damages caused. The values stated in this technical data sheet were measured under standard laboratory conditions. As application
conditions outside the laboratory vary strongly this technical data sheet must be considered a guide only. Therefore the manufacturer
does not take liability for damages caused by the customer’s utilization of the technical data sheet content. As use, processing- and storage
conditions on site are beyond manufacturers in uence, a warranty for the processing result cannot be given. This also includes the
infringement of any rights for the protection of third parties. Sufficient testing areas are to be provided before nal application. Relevant
national norms and regulations of the industry are to be observed. Outside Germany valid, relevant national norms and regulations, have
to be taken into account and to be followed by the customer. It is the responsibility of the customer to check product suitability for the
intended procedure and purposes prior to use.

This Technical Information supersedes all previously issued application data sheets and product information are no longer valid!

BG132579, Version 07, Stand 2018-09-04, ersetzt Ausgabe vom 2013-03-13.
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Forbo Eurocol Nederland B.V. 
Industrieweg 1-2, 1520 AC  Wormerveer

T +31 (0)75 627 16 00, F +31 (0)75 628 35 64
info.eurocol@forbo.com, www.eurocol.com
Technical advice +31 (0)75 627 16 30 Eurocol is part of the Forbo Group
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